ELETTROVENTILATORI PER ORGANO
1400 giri a minuto / 50 Hz.
1680 giri a minuto / 60 Hz.

Costruiti in struttura d'acciaio molto solida,
Silenziosissimi e perfettamente equilibrati,
montati su speciali bronzine con circuito di
[ubrificazione permanente, dotato di serbatoio
con contatti elettrici collegati aled luminoso
inconsole per segnalare la necessita di un
ripristino del livello.

Dodati di sistema a doppia sordina per massi-
ma silenziositaquando € richiesta pocaaria.
Al momento dell’ ordine & necessario precisare
lafrequenzaed il voltaggio richiesti.

Per il funzionamento in monofase & necessario
un apposito dispositivo elettronico.

ORGAN BLOWERS
1400 r.p.m. / 50 Hz.
1680 r.p.m. / 60 Hz.

Built in very solid steel housings.
Extreme quietness and bilance of operation.
Motor with specia deeve bearings with
oiling unit for permanent lubrification.
Thisunit is fitted with an electrical con-
tact, so that a led light at the console can
warn that it is necessary to restore the oil
level. Equipped with double silencer sy-
Stem for greatest noiseless when little air
is required.
Please state frequency and voltage required.
For 1 phase operation it is necessariy a
power converter.

Sistema doppia sordina
Double silencer sistem




